
NEW!
DIRECTIONAL GIMBAL
LED CCT SELECTABLE
REMOTE DRIVER DOWNLIGHTS

4" DIRECTIONAL 
DOWNLIGHT WITH 
REMOTE DRIVER

CCT SELECTABLE 2700K, 3000K, 
3500K/4000K/5000K

360° ROTATION, 0° TO 80° AIMING 
ANGLE

4" ROUND OR SQUARE, BLACK OR 
WHITE FINISH

DAMP LOCATION

LONG LIFE—50,000 HOURS

ENERGY STAR

Optional accessories:

Remote Driver
6' Extension Cable

Adjustable 
mounting bars 
(16"-24") 
rough-in plate

SATCO  LED LAMPS
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These low profile, CCT 
selectable remote driver 
downlights deliver 
multiple advantages to 
any general recessed 
lighting project. Choose 
the color temperature 
from 5 settings. With 360° 
rotation and 0° to 80° 
aiming capability, efficient 
LED light can be delivered 
wherever it’s needed. 

The remote driver makes for more installation 
flexibility. No recessed can is required; it fits neatly 
into shallow ceilings, cabinets, low-clearance 
basement ceilings and more. These downlights 
work for both new and existing construction, are 
damp location rated and ENERGY STAR certified.



Item Description W V CCT Selectable CRI Beam Lm M.O.L. 
(In.)

M.O.D. 
(In.) Life/ Hrs. UPC

ROUND
S11840 9WLED/GBL/4/CCT/RND/WH 9 120 27K,30K,35K,40K,50K 90 36° 650-750 1.02 4.92 50K 045923118401
S11842 9WLED/GBL/4/CCT/RND/BLK 9 120 27K,30K,35K,40K,50K 90 36° 650-750 1.02 4.92 50K 045923118425
SQUARE
S11841 9WLED/GBL/4/CCT/SQ/WH 9 120 27K,30K,35K,40K,50K 90 36° 650-750 1.02 4.92 50K 045923118418
S11843 9WLED/GBL/4/CCT/SQ/BLK 9 120 27K,30K,35K,40K,50K 90 36° 650-750 1.02 4.92 50K 045923118432
ACCESSORIES
80-943 ROUGH-IN PLATE / BARS 4" RD 045923809439
80-946 GOOF RING 4" - DIRECT WIRE DL - 6" OUTSIDE DIAMETER 045923809460
80-949 REMOTE DRIVER 6' EXTENSION CABLE 045923809491
86-216 REMOTE DRIVER TEMP LIGHT 045923862168

CCT AND WATTAGE SELECTABLE REMOTE DRIVER DOWNLIGHTS
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CCT selectable 2700K/3000K/3500K/ 
4000K/5000K

360° Rotation, 0° to 80° aiming angle

4" Round or square, black or white finish

Damp location

Long life—50,000 hours

ENERGY STAR

DIRECTIONAL GIMBAL LED
CCT SELECTABLE REMOTE 
DRIVER DOWNLIGHTS

DIRECTIONAL GIMBAL
LED CCT SELECTABLE
REMOTE DRIVER DOWNLIGHTS

CCT Selectable 
Switch

S11840 S11842

S11841 S11843

360°

80°
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*

*Visit satco.com for dimmer compatibility list
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Beam Angle: 36°

Beam Profile

Dimming range: 10% to 100%

6.5 ft.

650 lx
in Center

193 lx
in Center

3.25 ft.

Beam Angle: 36°

Illumination

9.5 ft.
85 lx

in Center


