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S29877

4.5B11/LED/927/CL/120/E12

GENERAL SPECIFICATIONS
Shape: B11
Wattage: 4.5W
Lumen Output: 350L
Color Temperature: 2700K
Base: Candelabra

TECHNICAL SPECIFICATIONS

Wattage: 4.5W
Volts: 120V
Incandescent Equivalent: 40W
Shape: B11
Filament: LED Filament
Base: Candelabra
ANSI Base: E12
Finish: Clear
Hours Rated: 15000H
Color Temperature: 2700K

CRI: 90CRI
Lumen Output: 350L
Dimmable: Yes-Dimmable
Beam Spread: 360D
Power Factor: 0.9
Operating Temp: -20C (-4F) to +45C (+113F)
Enclosure Rating: Enclosed Rated Lamp
Safety Listing: cULus
Technology: LED

DIMENSIONS

MOL: 3.75"
MOD: 1.25"
Weight: 0.04

LISTINGS

MAEDBS Regulatory Status: Non Federally-Regulated
MAEDBS JA8 Add Date: 11/4/2019; 6/30/2020

MAEDBS Appliance Type:
2016 - 2022 JA8 High Efficacy

Lighting; State-regulated Light
Emitting Diode Lamp

ES Lamp Category: Decorative
Safety Listing: cULus
Location Rating: Damp
Energy Star: Yes
ES Unique ID: ESID-2328957
Title 20: Yes
CEC Terse: Lawful for sale in California
CA Prop 65: Lead
RoHS Compliant: Yes
SDS Class: LED_Lamp

PACKAGING

Each UPC: 045923298776
Each Quantity: 1
Each Dimensions: 1.38 x 1.38 x 3.94"

Inner UPC: 20045923298770
Inner Quantity: 6
Inner Dimensions: 4.53 x 3.03 x 4.13"

Case UPC: 10045923298773
Case Quantity: 24
Case Dimensions: 6.50 x 4.92 x 8.86"
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COMPATIBLE DIMMMERS
Brand Model #
Leviton 6674
Leviton IPL06
Lutron AYCL-153P
Lutron CTRP-253P
Lutron DVCL-153P
Lutron DVRP-253P
Lutron LECL-153PH
Lutron MACL-153M
Lutron MSCL-OP153M
Lutron NTCL-250
Lutron NTRP-250
Lutron SLV-600P


