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S3166

100T3Q/CL/L 118MM LONG 120V

GENERAL SPECIFICATIONS
Shape: T3
Wattage: 100W
Lumen Output: 1650L
Base: Double Ended Recessed Single Contact
Volts: 120V

TECHNICAL SPECIFICATIONS

Wattage: 100W
Volts: 120V
Shape: T3
Filament: C-8

Base: Double Ended Recessed Single
Contact

ANSI Base: R7s
Finish: Clear

Hours Rated: 1500H
Color Temperature: 2900K
CRI: 100CRI
Lumen Output: 1650L
Dimmable: Non-Dimmable
Safety Listing: Not Listed
Technology: Halogen

DIMENSIONS

MOL: 4.69"
MOD: 0.38"

LISTINGS

Safety Listing: Not Listed
Energy Star: No
Location Rating: Damp
Title 20: No
CEC Terse: Lawful for sale in California
RoHS Compliant: Yes
SDS Class: Halogen_Double_Ended_or_Pin_Based_Lamp

PACKAGING

Each UPC: 045923031663
Each Quantity: 1
Each Dimensions: 1.00 x 1.00 x 5.38"

Inner UPC: 20045923031667
Inner Quantity: 12
Inner Dimensions: 5.91 x 1.97 x 5.48"

Case UPC: 10045923031660
Case Quantity: 480
Case Dimensions: 20.69 x 11.43 x 12.81"


